THERMOTHANE

Hard Surface Sealer

Product Code: 1111278106

Description:

Non-flammable, odour free and does not contain solvent. A unique, aqueous thermoplastic-urethane sealer specifically formulated for the protection of interior and exterior non-resilient surfaces. Thermothane is an emulsion sealer available for industrial use where rugged durability and chemical resistance are required and for exterior application where non-yellowing and water resistant properties are essential.


Where to use:
For use on marble, terrazzo, concrete, quarry tile, brick, slate, exposed aggregate, unglazed ceramic tile, mexican tile, masonry walls and floors. 

Features:



- Easy, economical application. Excellent levelling characteristics.





- Odour free. Does not contain harmful solvents. Pleasant to use.




- Leaves a clear, colourless, durable film.




- No acid etching required unless floor is very uneven or discoloured.




- Beautifies floors. Resists yellowing by sunlight.




- Resists penetration of industrial cleaners, grease, oil and gasoline.




- Excellent abrasion and non-marking properties




- Eliminates surface dusting. Prevents floor deterioration.




- Resistant to damage by standing water.




- Slip resistant. Helps keep accident rates down.

CAUTION: This sealer is not a concrete curing compound. Do not apply to new concrete less than 30 days old. 

Directions:

1. Sweep floor to remove loose soil and debris. Remove grease, oil and soil with a heavy duty stripper degreaser using a floor machine or an automatic scrubber with a stripping pad or wire brush. Rinse floor thoroughly and allow to dry. If a permanent type sealer is on the floor, abrade with a 100 mesh screen back disc and test for adhesion.
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2. Apply two to three coats of sealer using a mop or applicator. Allow 30-60 minutes drying time between coats.




3. Do not permit heavy traffic for 4 to 8 hours.

NOTE: Do not use on concrete less than 30 days old. Under humid conditions allow longer drying time.

EXTERIOR SURFACES: Avoid application in direct sunlight. Do not use when surface temperature is below 100C or above 270C. Do not expose to standing water for 48 hours.

Coverage:

160 sq m. per 4 litres.




640 sq m. per case.

Physical

Properties:                pH .......................................................................................  8.0 - 8.6         



       Solids   ...............................................................................  18.5 -0.5         
                
       Specific Gravity  .......…..................................................... 1.03 -0.05         

                            Odour..........….....……......................................................Mild Acrylic         

                            Levelling  ................................…........................................ Excellent         

                                   Packaging .............................................................................  4 x 4 L

Distributed By:

W.B. Floor Machines Ltd  Unit 7 Burns Way, Holmbush Potteries Estate, Faygate,  Crawley, 

West Sussex  RH12 4ST  Tel:  0870 7707207  Fax:  0870 7707208.


